TRUSS CUADRADO 300 x 300 mm (@ 50 x 2,5 mm)

Estructura modular reforzada de disefio cuadrado de 300 x 300 mm fabricada en aluminio extrusionado (Aleacion: EN-AW 6082 T6 segtin norma UNE-EN573) con
acabado especial pulido/brillante para una inmejorable presentacion.
Todas las unidades estan dotadas de traviesas anti-torsion especialmente disefiadas para evitar cualquier tipo de deformacion o regiro de la estructura.

- Tubos principales de & 50 x 45 mm (2,5 mm de pared)
- Traviesas de & 18 x 14 mm (2 mm de pared).
- Traviesas anti-torsion de @ 30 x 25 mm (2,5 mm de pared).

e Ref. TA300-1000: Fabricado con una traviesa anti-torsion.
e Ref. TAB00-2000: Fabricado con dos traviesas anti-torsion.
e Ref. TA300-3000: Fabricado con dos traviesas anti-torsion.

La unién de los mdédulos se realiza mediante un sistema de conexion répido con bulones y pasadores conicos de aluminio que garantiza un perfecto ajuste de las uniones
ensambladas.

Las estructuras modulares de seccion cuadrada TA300 combinan dureza con flexibilidad y ligereza; realizando funciones tanto de carga como decorativas.
Estas caracteristicas garantizan una maxima seguridad para los equipamientos de: Escenarios, Discotecas, Teatros, Stands de ferias, Conferencias, Decoracion...

Los trusses cuadrados TA300 estéan fabricados conformes con las normativas de seguridad: DIN 4113 y BS 8118; garantia de méaxima seguridad y firmeza.
GUIL fabrica una amplia gama de accesorios correspondientes a estas estructuras modulares: adaptadores, estructuras circulares, bases de aluminio y cubos de 2, 3,
4, 5y B caras que permiten la creacion de multiples configuraciones.

300 x 300 mm SQUARE TRUSS (0 50 x 2.5 mm)

TA300 series is a medium-duty truss system, portable and easy to set up. They are a perfect solution for the installation and rental markets and also very useful for
permanent or semi-permanent installations or for decorative purposes.

TA300 Truss is manufactured from extruded aluminium tube (Alloy: EN-AW 6082 T6 according to the safety norm UNE-EN573) with polished finish for maximum
durability and an unbeatable appearance. They offer the best combination: strength, flexibility, compactness and it is lightweight.

All units are fitted with additional diagonal bracing (inner braces] for side loads, to reduce axial torsion and buckling.

- Main tubes: & 50 mm x 2.5 mm
- Braces/Diagonals: @ 18 mm x 2 mm
- Inner braces: & 30 x 2.5 mm

o Ref. TA300-1000: Manufactured with one inner brace | TA300-1000: 1000 mm /TA300-2000: 2000 mm / TA300-3000: 3000 mm
e Ref. TA300-2000: Manufactured with two inner braces J

e Ref. TA300-3000: Manufactured with two inner braces
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TA300 truss offers a flexible, reliable and visually attractive solution for
many applications like: Exhibitions, Stage Set Design, Conferences, Events,
Production Touring, Decoration purposes (architectural and interior
design...], Theatres, Night clubs, Rental companies, etc.
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GUIL manufactures a wide range of accessories and adaptors for the
TA300 Truss series: base plates, curved structures, boxcorners, etc. to
enable the creation of multiple configurations.
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CARACTERISTICAS TECNICAS / TECHNICAL SPECIFICATIONS |

’ DIMENSIONES EXTERNAS / EXTERNAL DIMENSIONS ‘ 300 x 300 mm TUBOS PRINCIPALES | MEDIDA / DIMENSIONS : 50 x 45 mm
. MAIN TUBES ‘
| ALEACION / ALLOY | EN-AW B082 T6 GROSOR / THICKNESS : 2,5 mm
|
| SOLDADURA / WELDING | 76 — | MEDIDA / DIVIENSIONS : 18 x 14 mm
| SISTEMA DE UNION / COUPLING SYSTEN] | INCLUIDO / INCLUDED BRACES GROSOR / THICKNESS : 2 mm
) MEDIDA / DIVENSIONS : 30 x 25 mm
- , TRAVIESA ANTITORSION
NORMATIVA / STANDARDS DIN 4113; BS 8118 JVESA AT

; GROSOR / THICKNESS : 2,5 mm
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TABLA DE RESISTENCIAS / LOAD TABLE ‘ %
TRAMADA (m) [ |
SPAN. (i) 1 2 &l 4 5 g | 7 g | & 10

CARGA UNIFORMEMENTE DISTRIBUIDA
UNIFORMLY DISTRIBUTED LOAD (kgym) 1692 8132 529,15 2954 187,15 1292 831 703 5415 427

FLEGHA (mm)

8 46 59

DEFLECTION (mm), 2 & 14 23 33 75 a3
CARGA CENTRADA (kg)

CENTRE POINT LOAD [kg) 1632 1186 793,25 580,8 468,3 384,9 324,5 2802 244,1 214,6
FLECHA (mm)

DEFLECTION. (mm) 2 3 7 12 19 28 37 49 61 75

Sujecion recomendada

Recommended truss fastening
Ref. Medida / Length Peso / Weight
TA300-1000 1000 mm 9,0 kg
TA300-2000 2000 mm 14,0 kg
TA300-3000 3000 mm 18,6 kg
TQ300-D

BASE DE ALUMINIO

Base de aluminio de 500 x 500 x 8 mm provista de cuatro anclajes macizos de aluminio para la colocacién en vertical de
trusses cuadrados TA300.

Peso: 6,32 kg (Sistema de Unién Incluido)

ALUMINIUM BASE PLATE

Quick connect vertical base plate for TA300 square truss series. This aluminium base plate of 500 x 500 x 8 mm is
manufactured from extruded aluminium and comes complete with four half conical couplers for maximum stability.

Net weight: 6.32 kg (Coupling System Included)

= DADO DE UNION DE 6 CARAS

Dado de 300 x 300 mm (8 50 x 2,5 mm), fabricado en aluminio (Aleacion: 6082 T6 segtin norma UNE-EN 573), especialmente disefiado para conseguir cualquier forma
en el montaje de la estructura sin necesidad de utilizar ningtin elemento adicional.
El dado DDO,/TA300 de & caras permite efectuar multiples configuraciones con los trusses cuadrados TA300 utilizando tantas vias (2, 3, 4, 5 y 6] como sea necesario.

Dependiendo de las vias deseadas el dado DDO,/TA300 de 6 caras tiene las siguientes referencias:

*DD0/TA300-2: Dado de 6 caras para formar dos vias. (6,8 kg]
*DD0,/TA300-3: Dado de 6 caras para formar tres vias. (7,7 kg]
*DD0/TA300-4: Dado de 6 caras para formar cuatro vias. (8,7 kg)
*DDO/TA300-5: Dado de 6 caras para formar cinco vias. (9,6 kg)
*DD0/TA300-6: Dado de 6 caras para formar seis vias. (10,5 kg

22 BOX CORNER FOR TQ300 TRUSS

DDO/TA300 box corner is designed to give you the option of 2, 3, 4, 5 & E sides/way corners depending on the user’s needs.

This useful and versatil element offers multiple configurations with the TA300 Truss ( 50 x 2.5 mm].

The 300 x 300 mm reinforced cube is manufactured in aluminium (Alloy EN-FAW 6082 TE acording to norm UNE-EN 573]) with a polished finish for maximum durability
and an unbeatable appearance.

DDGO,/TA box corner has different references depending on the number of ways/sides required:

*DDO/TA300-2: Equipped with aluminium connectors to make a 2-way box corner. (6.8 kg]
*DD0,/TA300-3: Equipped with aluminium connectors to make a 3-way box corner. (7.7 kg)
*DD0/TA300-4: Equipped with aluminium connectors to make a 4-way box corner. (8.7 kg)
*DD0O,/TA300-5: Equipped with aluminium connectors to make a 5-way box corner. (9.6 kg)
*DD0/TA300-6: Equipped with aluminium connectors to make a 6-way box corner. (10.5 kg]
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