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Ambient Light Sensor

recorder Audio Setting

- Features ultra-sharp Full HD 1080P image resolution - Embedded with 8 different personalized audio settings for your selection.
- Provides excellent image detail, picture quality and video performance - Provides optimal picture quality and visual comfort by the automatic

- Great for watching HD programming, sports, movies and enjoy gaming  ambient light sensor technology

- Integrated Digital Tuner for DVB-T and DVB-C* reception - Comprehensive input/output connectivity with VGA and 3 HDMI

- HDTV reception: MPEG-4 AVC Technology (H.264) - Connects to over-the-air HD antenna, cable set-top box,Blu-ray™ DVD

- Cl+: benefit from premium high definition content directly on your TV player, gaming console, VCR, video camcorder, and PC

- Personal Video Recorder with Time-Shift Function - DNR (Digital Noise Reduction) minimizes picture noise, reproducing

- USB Media center for video, pictures and music playback. images true to the original.

- 2x8W Audio Power and Sound Mode for enhanced audio enjoyment - 3:2/2:2 Pulldown Processing smoothes out pictures by correcting

- Built-in Dolby Digital certified speakers for the same stunning sound errors in frame rate.

effects of a home theatre. - Energy-Saving (A-Grade Energy label) and eco-friendly LED backlight.
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Technical Specifications

AD40UMMB

Display Size / Panel Type

97,8cm (38,5") Wide, Direct-LED Backlight

Active-Contrast (Dyn.)

Native Resolution 1920 x 1080
Aspect Ratio 16:9
Contrast (Typ.) 5.000 (Typ.)

3.000.000:1 (Active-Contrast)

Brightness

270 cd/m?

Audio

8W + 8W (EQ.), Virtual Surround, Dolby
Digital Plus

Picture & Sound preset Mode

Yes

Audio Interface

HDMI Line Input (with CEC function):
Share PC; AV R/L Audio Input (AV only);
Component R/L Audio Input; PC Line
Input; SPDIF Output (Optical); Earphone
Output

Viewing Angle

178° (H) / 178° (V)

Response Time

8ms (typical)

TV Reception System

DVB-T and DVB-C* (MPEG-4 AVC H.264).
Cl+. MHEGS. Analog Tuner (PAL / SECAM).

Refresh Rate

50 Hz

Video Features

3D Comb Filter, 3D De-Interlacer, Noise
Reduction, 3:2/2:2 Pull Down, 24P True
Cinema

Cinerama/ 14:9 Zoom / 16:9 Zoom/ 16:9 Zoom

Consumption

ON: 95W (Max) ; Stand-By: < 0,5W

OSD Languages

27 (EN, DE, FR, IT, SP, PT, NL, BG, DK,
FI, SW, NO, PL, RU, CZ CR, HU, RO, SK,
SL, SE, TK, GR, LT, ES, LV, UA)

UM Languages

20 (EN, SP, FR, DE, IT, NL, PT ,SW, DK,
FI, GR, NO, RU, PO, CZ, BG, CR, HU, RO,
UA)

Net Dimensions (W x H x D)

887,9 (W) x 587,3 (H) x 231,0 (D) mm with
Stand

887,9 (W) x 528,1 (H) x 91,5 (D) mm wlo
Stand

Teletext (TV RF + AV)

1.000 pages (Ver 1.5)

Video Connection — Inputs

HDMI 1.3 x 3 (side); Scart x 1 (adapter); YPbPr
(Component) x 1; VGA (PC) x 1; Tuner X 1;
USB x 1

USB Media Player

Video, Photo, Music

PVR & Time Shift

Yes (DVB-T /DVB-C)

*: DVB-C is only available for certain countries and cable operators

Connectivity
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Input : TV/Antenna, HDMI x 3 (side), Componet
X 1, Scart Adapter x 1, USB x 1, and VGA (PC)
Output : Ear phone, SPDIF x 1

HANNSspree Europe Holdings B.V.
Greyenstraat 65

5928 PM Venlo

The Netherlands

Light Sensor

Viewing Aspect Ratio Up/16:9 Format / 4:3 Format / Wide Zoom /

Zoom 2 / Wide Zoom 2 / Stretch Zoom Pack. Dimensions (WxHXxD) 1108 (W) x 660 (H) x 200 (D) mm
Colour System (AV) NTSC/PAL / SECAM Net Weight with stand: 12,2 Kg

Weight Net Weight without stand: 10,1 Kg

Freeze Picture, Channel Edit, Sleep Timer, Gross Weight: 15 Kg
Extras EPG (DTV), PAP (Picture and Program). Total

Supported Channels 2500 VESA Wall Mounting :;ens;: 200x200mm, Screw type: Metric 4 x 12
WSS Yes (Wide Screen Signaling)

Yes

Package Contents

User Manual, Quick Start Guide, Remote
Control + Batteries, Power Cord, Scart
Adapter Cable

EAN Code

4716329051857

Certifications

CE, Nemko GS, Gost-R, Weee & RoHS

Warranty

2 Years Warranty with Pick Up, Repair and
Return Policy
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HANNspree Europe GmbH

Mollsfeld 2

40670 Meerbusch, Germany

Tel. +49 (2159) 81457-0

HANNspree Italia S.r.l.
Via Enrico Fermi, nr. 18
37135 Verona, Italy
Tel. +39 045 8222136

Website: www.hannspree.com/eu E-mail: info.europe@hannspree.com

HANNSspree Spain
Parque Empresarial“La Finca”

P°Club Deportivo, 1, Edif. 15 A, 13PI.
28223 Pozuelo de Alarcén.Madrid - Spain

Tel. 34 91 297 97 08

HANNspree UK Ltd

Ground Floor, Suite F

Breakspear Park, Breakspear Way
Hemel Hempstead, Hertfordshire,
HP2 4T7Z

Tel. 44 (0) 871 666 0850
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